
THE SLIDER  Rolling Spa Cover Storage System 
Instructions 

INSTALLATION: 

1. Select a spa side opposite the spa cover fold for 

placement of The Slider.  (Don’t mount on equip-

ment access panel). 

2. Determine midpoint of the spa side panel chosen. 

3. Locate each of the 2 roller brackets half way be-

tween midpoint and spa edge  (fig. A). 

4. Align top of each of the 2 roller brackets with top 

edge of spa shell (fig. B). 

5. With a pencil, mark your cabinet where each of 

the (6) screws will be located (fig. C). 

6. Secure each roller bracket with screws.  DO NOT 

OVERTIGHTEN, which could damage cabinet.  
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THE SLIDER LIMITED 1-YEAR WARRANTY 

Outdoor Solutions, Inc. warrants The Slider for one year from date of purchase for defective parts. Warranty excludes cost of freight to and from 

Outdoor Solutions. Proof of purchase is required. Exclusions: This limited warranty does not cover damages incurred to the spa cover or spa cabi-

net, improper installation, normal fading, misuse of solvents or corrosive chemicals, misuse, abuse, accidents, negligence and/or alteration of 

factory parts. You may have specific legal rights. Any disputes pertaining to this warranty between the buyer and Outdoor Solutions, Inc. will be 

resolved in the State of Florida, USA, in accordance with the laws of the State of Florida, USA. 

OPERATION: 

1. Fold each roller bracket upward, then secure bottom edge into the brace to lock in place (fig. D). 

2. Fold spa cover in half, then push onto the top of The Slider to roll it off of the spa (fig. E). 

3. When finished using the spa, reverse the above procedure (fig. F). 

CARE NOTES: 

Old, waterlogged spa covers can be very heavy.  Replace unserviceable spa covers to avoid damaging  The 

Slider. Remove snow from spa cover prior to removal. Do not allow weight on The Slider to exceed 100 lbs. 

Do not sit on or place heavy objects on the open spa cover. Do not twist the roller brackets sideways, which 

may damage The Slider.  After each use, retract the (2) roller brackets to the lowered position (fig. F). 
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